@ Operating And Installation Instructions
Hwéngdanstrdung valap dat

Ceiling Fan
Quat tran
Model Number: M11SU

Net weight/Trong lwong: 5.1kg

A WARNING / CANH BAO

Follow strictly to all the instructions given in this manual for installation. Electrical wiring must be done by
competent personnel.

Installation must be done by a qualified personnel.

Installation error can cause fire, electrical shock, Ceiling Fan drops and injuries.

Tuén theo mét cach nghiém ngat tat ca nhwng huwéng dan Iap dat trong quyén huéng dan st dung nay.
Vigc di day dién phéi do nguoi c6 chuyén mén tién hanh.

Viéc I3p dat phai do nguoi c6 chuyén mén tién hanh.

Nhirng sai sét trong viéc I&p dat c6 thé ddn dén chdy, giat dién, roi quat va nhirng chan thuong khéc.

Stop using the Ceiling Fan when any abnormality or failure occurs and turn “OFF” the
Miniature Circuit Breaker (MCB). (Risk of smoke, fire, electric shock and drop)

Ngung st dung Quat Tran khi x8y ra bét ky sw cé bét thuong hodc héng héc nao va chuyén céu dao tw
dong (MCB) sang trang thai “OFFF”.(Nquy co bdc khdi, chdy, dién giat va roi)

This appliance is not intended for use by persons (including children) with reduced physical, sensory or
mental capabilities, or lack of experience and knowledge, unless they have been given supervision or
instruction concerning use of the appliance by a person responsible for their safety. Children should be
supervised to ensure that they do not play with the appliance.

Nhirng nguoi cé strc khde thé luc hodc tinh thadn kém hodc céc g/ac quan bi gidm sut hodc thiéu kinh
nghiém ciing nhu kién thire khéng nén st dung thiét bj nay trir khi c6 sw gidm sét hodc huwéng dan cua
ngtfo'/ chiu tréch nhiém vé sy an toan déi véi ‘nhirng déi tuwong néu trén. (Cac déi ttfo'ng ké trén bao gém
cé tré em). Cén gidm sat tré em dé dém béo rang ching khéng dua nghich véi thiét bi nay.

To avoid the possibility of causing injury to users or damage to properties, please follow all the explanation
written in this manual. The manufacturer will not be responsible for any accidents and injuries caused by
defective, defi cient installation or installation which does not follow to instruction manual.

Dé trénh truong hop bi chén thwong véi nguoi dung hay c6 nhirng hw héng voi thiét bi, hay tuén theo tét
cé nhirng huéng dan cé trong quyén hudng dan st dung nay. Nha sén xuét sé khéng chiu trach nhigém véi
bét ¢t tai nan hay chan th(fo'ng nao xay ra do I6i I&p d&t khéng ding hay khéng tuén theo huéng dan trong

Thank you for purchasing KDK Ceiling Fan./Cam on vi d4 mua san phdm quat tran KDK

Before operating this product, please read the instructions carefully, and keep this manual for future reference.
Truwéc khi van hanh, xin vui 1dng doc ki huéng dan va gitr dé st dung vé sau.

quyén hudng dan st dung nay.

A WARNING / CANH BAO
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| SAFETY PRECAUTIONS / CAC BIEN PHAP AN TOAN

To avoid the possibility of causing injury to users or damage properties, please follow all the explanation.
The manufacturer is not responsible for accidents and injuries caused by defective or deficient installation.

Dé tranh nguy co gay thuong tich cho ngudi st dung va thiét hai vé tai san, hay tuan thd nhiing g|a| thich dwoc
ghi ch dwéi day. Nha san xuét khéng chiu trach nhiém vé nhirng tai nan va thwong tich gay ra do 1&p d&t khong
dung hodc 1&p dat thiéu.

A state that may be caused by the mishandling of products, which, if not avoided,

WARN'"G may lead to the possibility of death or serious injury of users.
CANH BAO Tinh huong 6 thé xay ra do st dung thiét bi khéng ding céch, néu khéng trénh duoc
c6 thé dén dén thiét mang hodc gy chén thuong nghiém trong cho ngudi st dung
A state that may be caused by the mishandling of products, which, if not avoided, may
CAUTION resultinthe injury of users or property damage.
CHU Y Tinh huong 6 thé xay ra do st dung thiét bi khéng ding cach, néu khéng trénh

duoc cd thé gdy chén thuong cho ngudi st dung hodc lam hw héng thiét bj.

Switch off power supply and wait until the Blade
is fully static, before cleaning or doing any
maintenance jobs.

T4t tét ca ngudn dién va che cho dén khi cénh
quat ngirng quay hoan toan trwdc khilau chui
hodc tién hanh béo dwéng quat.

Can cause Ceiling Fan to move suddenly,
injuries and electrical shock.

Kindly refer to your sales agent for repairing or
maintenance issue.

CG6 thé khién quat quay dot ngét, gay chén
thwong va giatdién. .

Vui Iong tham khdo dai ly ban hang veé viéc
stra chira hodc baodwéng.

Do not dismantle the Ceiling Fan unless stated by
this manual.

Must use only supplied parts.

Khéng théo d6 quat trr khi duoc huvng dén
trong quyén huéng dén nay. Chi st dung
phu kién di kem.

Can cause fire, elecmcal shock, Ceiling Fan drops
and i |nJur|es

CG thé gdy chay, giat dién, lam quat roi va gy
chén thuong.

Avoiddamage wire duringinstallationeg. Deform
duetoheat, twist, bend, etc.

Tranh lam hw hdng déy dign trong qud trinh
I&p dat, nhu lam bién dang do nhiét, xoén, bé
cong, V.v..

Can cause fire, explosion, short circuit and
electrical shock.

C6 thé gay chay, nb, dodn mach va giat
dign.

Fix Hanger Plate Assembly correctly
to the concrete ceiling and tighten Nut
firmly. Gén mdc treo _phu hop véi trén bé
tong va that chat dai dc.

Can cause injury_ if Ceiling
Fan drops. Co thé gady chan
thuong néu quat b roi.

Dismantle the broken or damage Ceiling
Fan.
Théo d& quat bj hong.

0

Can cause Ceiling Fan drops and injuries.

C6 thé khién quat bi roi va gdy chén
thuong.

This symbol denotes an action thatis COMPULSORY.
Biéu tuong nay thé hién nhirng hanh déng BAT BUQC

Biéu twong nay thé hién nhirng hanh dong NGHIEM CAM TUYET DOI.

® This symbol denotes an action that is PROHIBITED.

Make sure all Screws, Nut, Bolt and
connection are firmly tighten.

Phai bao dam tat ca cac dc vit, bu 16ng
va nhitng vat két ndi déu da dwoc
chéc chén.

Can cause injury if Ceiling Fan drops.
C6 thé gay chén thuong néu quat bj roi.

Do not use power supply other than rated voltage
mentioned.

Khéng st dung cdc ngudn dign khac ngoai
nguén dién dinh mirc da dwge ndi & trén.

Overheating can cause electrical shock and fire.
gfzi quat ndéng qué cé thé gdy chdy hodc giat
ién.

Do not sprinkle water to Ceiling Fan. Or, do not
wet CeilingFan.

Khéng té nwéc vao quat. Hodc khéng lam uot

- ®

Can cause fire, explosion, short circuit and
electrigalshock. )
Cdthé gdy chdy, no,dodnmachvagigtdién.




&WARNING / CANH BAO

Do not touch the Ceiling Fan while it is
operating.
Khéng cham vao quat néu quat dang
hoat dong.

Can cause injury, damage and
Ceiling Fan drops.

C6 thé gdy chén thuong,
hdng héc va lam quat roi.

Do notinsert metaliteminthe Remote Control
battery areawith the Battery.

Khong duoc /ap cac vatbang kim loai cung
VGipin vao ngén chira pin ctia diéu khién
ttrxa.

Can cause fire, explosion, short
circuit and electrical shock.

Cé thé géy chay, né, doan
mach va giat dién.

Do not hang up to the Ceiling Fan.
Khéng bam Ién quat.

Can cause Ceiling Fan drops and

Avoid installing the Ceiling Fan at oily and dusty
places.
Trénh I3p quat & nhikng noi ¢6 nhiéu ddu mé
vabui.
Can cause fire, explosion, short
circuit and electrical shock.

C6 thé gdy chay, né, doan
mach va giat dién.

If unusual oscillating movement is
observed, immediately stop using
the Ceiling Fan and contact the
manufacturer, its service agent or

Donotinstall nearaflammable area suchas a
gas cooker. : )
Khéng lap dét tai nhirng noi dé chay no nhw

bép ga.
® E O oo

Can cause fire, explosion, short circuit and
electrical shock.

C0 thé gdy chay, né, dodn mach va giat
dién.

injuries. )
C6 thé khién quat bj roi va gdy chan
thuong.

Do not install the Ceiling Fan near chemicals
and alkali.
Khéng ép quat gan cac héa chét va chat
kiém.
Can cause fire, explosion, short
circuit and electrical shock.
C6 thé gay chay, né, doan
machvagiatdién.

Do not install the Ceiling Fan at a wet,
high temperature and high humidity
areasuch as showerroom. X
Khéng lap quat & nhirng noi am wét,
¢0 nhiét dé6 va d6 am cao nhw phong
tam.

S

If an electrical current leakage occurs,
itcan easily cause electrical shock andfire.
Trong trwong hop xay ra sw co ro dién,
no dé dang gdy chay va giat dién.

Wipe away dirt with a clean soft cloth,
ordinary soap and water to keep the fan
clean. Do not use solvents (gasoline and
petrol)oranyotherchemlcals

Lau chui céc vét bén bang vai mém, sach,
céc loai xa béng théng thuong va nuéc dé
gitr cho quat duwoc sach.

Khéng st dung cac dung mbéi hoa tan
(xdng va dau) hay béat ky céc héa chéat nao
khéc.

Cancause plastic partdeformation

and metal corrosion. .

C6 thé khién cac phu kigén bang nhua
bién dang va phu kién bang kim loai bi mai
mon.

ReplacealltheBladesifanyofthem
broken orcrack.

Thay thé tit cé cdc Cénh quat
néu bét ky canh nao bi v& hodc
bi ran nirt.

Vibration can cause the Ceiling
Fan to fall. Rung lac trong khi
quaycé thé khién quat roi.

suitably qualified persons.

Néu quan sét thdy cé chuyén déng
bét thuong, ngirng quat ngay Iap tirc
va lién hé cho bén nha san xuat, daj
Ii cda hédng hodc ngwoi cé chuyén
mén phu hop.

0 Can cause injury if

Do not sprinkle waterto Ceiling Fan. Or,do not
wet CeilingFan.

Khéng té nuée vao quat. Hodc khéng lam
wot quat.

Can cause fire,
explosion, short circuit and electrical shock.
CG6 thé gay chéy, nb, doan mach va giat
dign.

Ensure that the Hanger Plate can sustain
more than 10 times the Ceiling Fan weight.
Dam bao méc treo c6 thé chiu dugc 10 lan
trong lwong quat.

Can cause injury if Ceiling Fan

drops.

C6 thé khién quat bi roi.

The mounting of the suspension system shall be
its service agent or

performed by the manufacturer,
suitably qualified persons.

Viéc I&p dat hé théng treo phai duoc thuc hién béi nha
san xuat, dai ly dich vu cda hang hodc nhirng nguoi co

trinh dé phu hop.

Can cause injury if Ceiling Fan drops.
C6 thé gay thuong tich néu Quat tran roi.

The replacement of parts of the safety suspension system
device shall be performed by the manufacturer, its service
agent or suitably qualified persons.
Viéc thay thé cac bé phan cda thiét bj hé théng treo an toan
phai duoc thwc hién béi nha san xuét, dai ly dich vu cia
hang hoéc nhirng nguoi cé chuyén mén phu hop.
Can cause the injury of users or property damage.
C6 thé gdy thuong tich cho ngudi st dung hodc
thiét hai tai san.

NOTE / GHI CHU

Ceiling Fan drops.
/\ caution | cHi ¥

During the operation of the product, there might be a slight vibration (2-3mm) due to the rotational mechanism of the

product, however this will not affect the safety, quality and performance of the product.

Trong qud trinh van hanh san pham, c6 thé cé dé rung nhe (2 3mm) do co ché quay ctia sén phdm, tuy nhién diéu nay sé
khéng &nh hudng dén sw an toan, chét lwong va hiéu suét cia sén pham.

Cé thé khién quat bj roi.
Ceiling Fan must be mounted above
2.3m from the floor and 1m from the
wall to the Blade.
Quat phaéi duoc IAp dat cach mat dat
2,3m, cac canh quat phai cach tuong
m.

Avoid continuously exposure of
direct wind from the Ceiling Fan.
Tranh tlep xuc true tiép lién tuc voi
lubng gié tir quat.

O

It may cause discomfort.

Do not install at places where there is
high vibration and impact.

Khéng I3p dét tai noi ¢é dé rung cao
va co sw va cham.

Can cause injury if Ceiling

C6 thé gdy chén thuong
néu quat bj roi.

Diéu nay c6 thé khién ban thay
kho chiu.

Hn 2
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Vore than 2.3m

Can cause injury if hit by the Blades.
Can cause unstable air flow and effect
the Ceiling Fan to wobble.

C6 thé gdy chén thuong néu va phai
canh quat.

C6 thé khién cho lubng gié khéng én
dinh va khién quat bj lac.

This product is for in house use
only.
Do notinstall at a windy places.

CHi I&p dat sén pham trong nha.
Khong lép dat & nhitng noi cé

gio.

Can  cause rusty,
discolour, damage and
injury.

C6 thé géy g set, mét mau, hw
héng va chén thuong.

Fan drops.
This product s suitable for flat concrete
ceiling only.
Do not install at incline type ceiling.
San phdm nay chi thich hop cho tran bé
tong.
Khéng duoc 1ap dat cho nhiing tran nha
6 dd dbc nghiéng.

Can cause injury if Ceiling Fan drops.
C6thé gay chén thuwwong néu quat
roi.

Maintenance / Bao Dwéng

1. Check the fan condition annually. If a problem occurs, stop using the fan. Then refer to service, sales or maintenance shop.
Check points : Loosened Screws, Hexa Nut and Ellipse Bolt, Safety Wire condition, Motor Shaft damage, etc.
Kiém tra diéu kién cta quat hang nam. Néu xdy ra bat ctr van dé gi, ngung stk dung quat. Sau do, lién hé véi phong dich vu
hodc dai ly ban hang hay trung tim bao hanh.
Cac diém can kiém tra: céc vit bi léng, Bai oc luc giac va Bu-Iong hinh elip, tinh trang ctia Day An Toan, héng héc véi truc

déng co, vv..

2. Keep the fan clean.Wipe away dirt with a clean soft cloth, ordinary soap and water. Wipe it again to dry it. Do not use

solvents (gasoline or petrol).

* Please do not bend the Blade while cleaning.
Ludn gitr quat sach sé. Lau sach bui ban bang vai mém, sach, xa bong thong thuong va nude. Lau khé lai mot Ian nira.
Khéng st dung cdc dung méi khac (xang va dau).
* Khéng duwroc bé canh quat trong khi lau chii.

3. Do not paint the Blades. If damage order new set of Blades (4 pieces) from service shop or sales shop.

Khéng som canh quat. Néu céanh bi héng, mua mot bo canh moi (4 chiéc) dé thay thé tir phong dich vu hodc céc dai ly ban hang
4. When referring to service, sales or maintenance shop, show this instruction to them and maintain correctly.

Khi lién hé véi céc phong dich vu, dai ly ban hang hay trung tdm bdo hanh, hiy cung cap quyén hwéng dén st dung nay

cho ho dé duwoc bdo duding ding nhét.

5. If the product is broken or damage, please remove the fan from ceiling and replace with a new fan.This is to avoid the Ceiling Fan drops.
Néu quat bi v& hay bi hdng, hay thio quat khdi tran nha va thay quat méi. Viéc nay gitip ngan cho quat khéng bi roi.

6. Recommendation for the fan suspension system shall be examined at least once every two years.

Nén kiém tra hé théng treo quat it nhat hai ndm mét lan.




SUPPLIED PARTS/ CAC BO PHAN PUQ'C CUNG CAP

Parts | Cdc bé phin Piece(s) / Chidc
1. Motor Assembly | Bé ddng cor 1
2. Blade / Cdnh 3
3. Hanger Plate Assembly / Gid & adng cor 1
4. Canopy | V6 ddng cor 2
92 5. Remate Control / Didu khidn tir xa 1
= _§ ?‘fi”&_mm rig 7 E ﬂ . 5 6. Batteries / Pin loai (AA. R6P. RS, LR6) 2
e [;:‘]Ji W * % ‘r L4 A 7. Remocon Holder Set/ B gid & didu khién tirxa 1
=l p) 1'- ? &) g\_sm"‘qwt\"';‘r::_:c 8. Blade Screw Set (6 pieces Screw) / BS vit cdnh 1
—38 : 9. Carl Bolt Set (5 pieces Carl Boh) / Téc ké 1
B
NOTE / GHI CHU

Do not place the Ceiling Fandirectly onthe floor./ Khéng duoc dét quat true tiép Ién san nha.
Can cause scratches to the product./ C6 thé khién san phdm bi trdy xuéc.

HOW TO INSTALL / CACH LAP DAT

A) AssemblePipe To Motor Assembly/Lap OngTruVéi Bé Béng Co
1. Take out Hanger Plate Assembly from the
Upper Pack. Put the Motor Assembly on
the round portion of the Upper Pack to
assemblefanas shown.
Léy dia quat ra khéi Hop trén. P&t Cum
doéng co trén phén tron caa Gdi trén dé
l&p rép quat nhw hinh minh hoa.

Motor Assembly/
Bo ddngeo

n

. Assemble the Blades as shown. Take Blade
Screws from the Part Set and tighten it
firmly for fixing Blades (3 pieces).

Screw: (M5 x 25L: PanType Screw) 6 pieces, (Tightening torque for reference: 250~300 Necm).
Lap canh quat nhw hinh. L4y éc vit cGa cénh ra khdi hép dwng va siét chat. Cénh(3chiéc),6¢ vit (M5X25L)6chiéc,
le vénbu-léng (250~300 N.cm).

A WARNING / CANH BAO Blade Screws
6 pi /
Tighten the Blade Screws firmly using a screwdriver. gcﬁ}f (%ecsa)i)

Can cause injury if Blade drops.
Str dung tua vit dé van cac oc vit cda canhquat.

C6thé gay chan thuong néu cénh roi.

/\  cAuTION/CHU ¥

Blade mustbe fixed at correct 1 /
position. Canh phai dwoc H
I&p ddng vj tri.
0 Cancausenoairflow. _ Blade Cover (3pieces)/Canh
C6 thé khong tao duoc ludng gié.
Can cause injury if %/
Blades drop. C6 thé
lam roi quat.

Check Point After Install / Kiém tra sau l3p dt

Check / Kiém tra

1. Ensurethe $crevys (6 pieces)forsecuringthe Blade aretightly screwed.
Phai chac chan la oc vit an toan da dwoc siét chat.

5

B) Install Hanger Plate Assembly to Concrete Ceiling/Lép dia treo quatlén tran bé tong

1. Make 5holes onthe concrete ceiling. 4 holes (no. 2, 3, 4, 5) with diameter 8.5mm (depth 45mm) and hole no. 1
with diamgterG.S\mm (depth 30mm). (Holeno.1is for Safety Wire). o

Tao 5 céi 10 trén tran bé tong. Trong do 4 10 (s0 2,3,4,5) co duong kinh la 8.5mm (s&u45mm) va 16 s0 1 vai dwdng kinh
6.5mm (s&u 30mm) . (L6 s0 1 danh cho day an toan).

Y \§ >
r - &5

2. Install Carl Bolt / Lap dat téc ké trén
1.Drill holes on the concrete ceiling. / Khoan [5 trén trén bé téng.
2.Useblowertoremovedustintheholes. / Théi bui ra khéi I6.
3.Insertthe Carl Bolt. / Chén Téc ké
4.Tighten the supplied Plain Washer, Spring Washer, Hexa Nut to all 5 Carl Bolts. This is for making the Carl
Bolt sticked to the ceiling. / Siét chat vong dém, vong dém 16 xo, dai 6¢ luc gidc vao 5 téc ké dé giip tic ké
bam chét vao trén nha.
5.Remove Hexa Nut, Spring Washer, and Plain Washer from hole no. 2, 3, 4 and 5 Carl Bolt. Make sure Carl
Bolt is remained strong on the ceiling. / Théo roi dai 6c luc gidc, vong dém va vong dém 1o xo ra khéi 16 s6
2,3,4 va 5 tic ké. Phai chac chén Ia tac ké van con chét trén tran.

i

Drill / Blower / Carl Bolt / i
Khoan Théi bui Ticke v
Hammer / Baa

@ ® @ ®

—=
==
=

3. Remove Hanger Supporter Screws and Hanger Supporter from the Hanger Plate Assembly.
Keep Hanger Supporter Screws & Hanger Supporter for step C-4 (Page 9).
Thao oc vit va thanh béo vé ra khdi dia quat treo.
Gitr thanh béo vé va tam dé cho budc sau.

Hanger Plate Assembly / Bia quat
treo

Hanger Supporter Screw / Dai &¢
bao vé

(Remove both Screws and Hanger
Supporter) / Thao 6c va thanh bao vé



4. Fix the Hanger Plate Assembly to the concrete ceiling and tighten the supplied Carl Bolt, Plain Washer,
Spring Washer and Hexa Nut refering to the numbers given. No.1 Carl Bolt is used for Safety Wire.

Lap dia quat treo |én tran va siét chat tac ké, vong dém, vong dém 10 xo va dai 6c luc giac theo nhw hinh,
6c sb 1 sir dung dé 1am dai an toan.

Concrate Cailing /
Trén b4 tong

Carl Bolt / Toc ke
= i
-,
AN
Safety Wire Outlet /
Déy An todn
Plain Washer / =

Spring Washer / Vong dém b xo

4 §\2 3
Haxa Nut / 5

Do not dismantle Hanger Plate
Assembly as shown in the
picture at right side.

Khong dugc thao roi bat treo nhu
hinh bén phai

<This diagram is for viewing purpose only. > / <S¢ dé nay chi ding dé xem >

Fix Hanger Plate Assembly correctly to the concrete ceiling, and tighten Hexa Nut firmly.
Can cause injury if Ceiling Fan drops.
Lép bat treo dung cach lén trén bé tong va siét chat dai 6c. Tranh lam roi quat

Check / Kiém tra

1.Ensure the Hanger Plate Assembly is securely fixed on the concrete ceiling. The Carl Bolt, Plain Washer,

Spring Washer and Hexa Nut should be firmly tightened for the safety reason./ Phéi chac chén la bat treo quat

da dugc l4p dit chic chén trén trdn bé tong. Tac ke, vong dém, vong dém 1o xo va dai dc luc gidc nén dugc D
siét chat v Il do an toan

C) Install Motor Assembly to Hanger Plate Assembly / Ldp dat motor vao bat treo

1 Insert Ball Joint into the Hanger Plate Assembly.
Chén khdp ndi vao bat treo
Hanger Plate
Assembly / Bat treo

2 Adjust the Ball Joint to insert the Hanger Guide Rib into its slot. Refer to uin the illustration below.
Make sure the Ball Joint Holder is placed onto the Switch Cover. Refer to Bin the illustration below.

Bidu chinh Ranh cdn cong tic chén vao gy gidl ranh cdn cong tic. Hinh A
Bam bao cdn cong tic an toan nam & vi trf cong tdc. Hinh B

Fix Ball Joint correctly to Hanger Plate Assembly.

o Can cause product not operate if Switch Cover has not
been pressed down.
Dt Cén cong tic dung vao go bat treo. Néu khong co thé
khién san phdm khéng hoat dong néu cong tic khdng duoc
nhan xuéng
Do not push Switch Cover with other object, except

& using Ball Joint given.
mseﬁre.@cplosimsmndmhandml

Khong nhdn cong téc bing cac thigt bi khac, ngoai trir sir dung khop ndi
Co thé gay chay, x6c dién

Ball Joint Holder / Cin cong the an todn

3 Remove Hexa Nut, Spring Washer, and Plain Washer from hole no. 1 Carl Bolt. Pass Safety Wire through Safety Wire
Qutlet. Fix Safety Wire to no. 1 Carl Bolt as shown. Tighten the removed Carl Bolt, Plain Washer. Spring Washer and Hexa Nut.
Thao g dai 6¢ luc gidc, vong dém 16 xo va vong dém ra khoi 16 56 1 Tac ke,

Safety Wire must be fixed corractly.
o Can cause injury if Ceiling Fan drops.

Day an toan phai duoc 13p dat 1 cach chinh xac.
Co thé gay ra chdn thuong néu quat roi

4 Install back Hanger Supporter at the Hanger Plate and screw it firmly. (Refer to Page 6 step B-3)
Géan thanh bao vé va 6c gan thanh bao vé vao lai quat




S Join Connector A (from Motor Assembly) to Connector B (from Hanger Plate Assembly).
ngétndiﬂ (tr mo to) déankétndiB{tHbatBtreo)

Connector B / B& két ndi B

Connector A / BO két ndi A

CONNECTING THE POWER SUPPLY / KET NOI NGUON CUNG CAP DIEN]

Only direct connection to wall switch is allowed. Please refer to figure below.

Chi cho phép két ndi truc tidp tai cong tac trén tudng.vui long tham khao so dé bén dudi.
Double pole single throw switch (Braaker Switch) /
congtic2euc (cong tic ngdt) \

Earth /MNGi dat

Ceiling Fan /Quat trdn
Wall Switch (OFF / ON) Cong tic ubng OFF / ON |

1.Ensure the position of Ball Joint Holder is pressing on the top of the Switch Cover as shown. D
(If the Ceiling Fan unable to operate due to misalign of the Ball Joint Holder, adjust the Ball Joint
position until the holder is placed right on the top of the Switch Cover).
Dam bao vi trl clia cdn cong téc an toan dugc 1dp trén dinh cla ndp cong tac nhu hinh
{néu quat khong thé hoat dong vi su sai léch cdng tic an toan, didu chinh lai vi tri cdn cong tac an toan
cho dén khi cdn cong tic duoc dat dung trén dinh cda ndp cong tic
2.Ensure the Hanger Supporter is screwed firmly to the Hanger Plate. Dam bao thanh bao vé ducc 1dp chic chin vai bat treo D

3. The Safety Wire is securely fixed to the Carl Bolt and screwed to the Shaft. D
Day an toan dugc bio dam via van voi tdc ké va é¢ vit thanh 1 khéi

Chech /Kiémta |

This product is not provided with cord and plug or with other means for disconnection from the sur;glry When
connect or change the power cord or lead wire, it must be replaced by the qualified personnel in order to avoid

ts such as di

of lead wire, please use according to the regulation of the country).

5an phdm nay khong dugc ban kém cung vdi day ddn va 8 cdm hoac cac phuong tién két ndi khéc tir ngudn dién.
Khi néi hoac thay d6i day ngudn hoac day dan, phai duoc ngui co chuyén mon tién hanh dé tranh rii ro. S0 dung
loai 6ng 227IECS3{RVV) hoac 6ng co do day trén 1mm. (Cac yéu cdu khac nhu dutmg kinh cla day chi tuan theo
cac quy dinh cla nuéc sétai)

0 hazard. Please use 227IEC53(RVV) or thickness of tube is 1mm or above. (Other

D) Wiring Instruction / Huéng dan néi day
1 Connect the wires to the house supply line according to diagram shown,
N&i day véi dudng day cac thigt bi trong nha theo so dé chi dan

Please use splice if using Terminal for installation.
Vui long néi 2 ddu day néu sir dung thiét bi ddu cudi khi ldp dat

A.' 18]
Electrical wiring must be done by competent

personnel.

Can cause fire. electrical shock. Ceiling Fan
0 drops and injuries. Easth{Graey

Lap day dién phdi la nguti c6 chuyén man.

C6 thé gay chay, xdc dign va roi quat

| WIRING DIAGRAM / 5o dé hé théng day dién |

This product should be installed with a double poles single throw switch (Breaker Switch) with minimum 3mm
contact gap in the fixed installation circuit.
® Do not connect this Ceiling Fan to dimmer switch or regulator. (It can damage the Ceiling Fan)
San phdm nay cdn duoc 14p kém véi cong tac hai cuc (Cong tac ngdt) véi khodng cach tiép xuc tdi thidu trong
mach duoc 13p 6 dinh 1a 3mm.Khéng ndi quat véi cong tc hay bo diéu chinh do lén. (Diéu nay c6 thé khién quat bi héng.)

2

Dimmar Switch / Cong tic didu chinh

Regulator / B4 didu chinh

It is recommended to user, to install an OFF/ON switch on the wall for the Ceiling Fan, replacing existing regulator or new

Should there be a dimmer switch or regulator, disconnect it and reconnect the wiring as below.
Trong trudng hop c6 cong tac hoac bd didu chinh do Ién, hay ngat nd ra va ndi day lai nhu hinh vé dudi day.

— f——?wm Supply Mguén dignd

0 i — Connect Directly /NG truc tiép
. O] o =
Regulator /B4 didu dhinh mmdwco:gmauudnm

regulator point. If your Remote Control missing or misplaced, the Ceiling Fan can be switched on at pre-set speed 2.
Nén I4p thém cong tic OFF/ON trén tuting dé bat/tat quat, thay thé bo diéu chinh hién co hoac bo diéu chinh mai. Néu thiu hoac
1&p sai bo didu khién tir xa, 6 thé bat quat vai téc do dat trude la 2

Motor
Red Thermal Fuse
Day Do /" CiuChiNhiet
Black White
Day Den Day trang

0} N2

O MAIN PCB
o} Bo mach chinh
o N1

~—

T 1C
Brown Switch Brown Blue
Nau Congtic Nau Day xanh

N (Blue/ Xanh ) +
L (Brown /Nau )
E (Green /Yellow) ‘—%

(o 0]

(Xanh la/Vang)

E) Install Canopy to Motor Assembly / Lap vo dong co vao bo dong co
1 Remove the Screws, and separate Canopy as shown. Thao vit va tach vé dong co gidng nhu hinh

2 Take the Canopy (2 pieces) and place towards Hanger Plate Assembly as shown. (Canopy fixing direction follow to diagram as shown below.)
Ldy vé dong co(2 manh) va dat theo huéng bat treo nhu hinh.( hudng Ip vo dong co theo so dé huong din bén dudi.
Make sure Canopy is installed above Hanger Plate Assembly and clipped until the “click” sound is heard.
Phai chic chan vé dong co duoc lap dat & trén bat treo va kep lai cho dén khi nghe duoc tiéng “click”
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Hanger Plate Assembly / Bit treo

<TopView - ForViewing Purpose Only > / <Chi dé xem>

Concrete Ceiling / Trin bé tdng

YIS SIS/ 11991 SIS I

Concrete Ceiling / Trin bé tong

Make sure Canopy i follow as diag shown./ Bam bdo l4p dat vé dong co theo nhu so dé da hudng dan
Can cause Canopy damage after screw fixing. / C6 thé gay hu héng vé déng co sau khi l4p dc vit

3 Fix the Screws into the Canopy and tighten it firmly.
Lép 6c vit vao vo dong co va sidt chat

Concrate Ceiling / Trdn bé téng
AP IIS PPN AN,

Screw [ Scvit

Do not assemble Canop_yr in this opposite direction. Do not clamp the wire after Canopy fixing.
Can cause abnormal noise. Can cause fire, electric shock, Ceiling Fan drop and
Khong dugc 1ap vo dong co voi chidu nguigc lai. ® injury.
Co thé gay tiéng 6n khéng binh thuting khong dugc kep day dign sau khi ldp v dong co.
Co thé gay chay, giat dién, roi quat va gay chdn thuong

Concrete Ceiling / Trin bé téng

1. The Canopy is securely screwed. / V& dong co dugc lap dat an toan D

11

F) Install Remocon Holder toWall / Lap gia d& diéu khién tirxa lén tudng

Fix the Remocon Holder to wall as shown.

* The Wall Plugs are not needed for wooden walls.

Lap gia dé& didu khién ti xa lén tudmg nhu hinh minh hoa dudi day.
* B6i voi tuting gb thi khong cdn vit gan tuong

Remocon Holder / Gia d& diéu khién tir xa

' N
oo
STEP 3 STEP 2 [ STEP 1
2 o
— T
Screw / Oc vit 5 S0 y
1% Hole DI
® @ 6mm
FH-| ° Bubmg kinh 6mm
o ©
30mm i ]
STEP 4 o BRICKSWALL
@ Tuonggach
Wall Plug / vit gén tuin]
Remocon Holder o vEgh "
Gla dé diéu khién tir xa
J

Can cause injury if Ceiling Fan drops.
Sau khi 1dp dat dam bao quat trdn khong bi rung ldc manh.

n After installation make sure the Ceiling Fan does not wobble extremely.
Co thé gay chan thuong néu quat roi

How To Use / Cach s dung

A) Remote Control / Diéu khién tir xa

« Insert 2 pieces AA, RGP, R6, LR6 size Batteries and make sure the polarity direction is as shown.

+ Please remove all Batteries before disposing the Remote Control.

« The life of Battery is about one year for a normal usage.

+ Lép 2 pin loai AA, R6P, R6, LR6 va dam bao cac pin duoc 1dp dung cuc nhu hinh minh hoa dudi day.

+ Hay thao rti tdt ca cac pin trude khi vt bé bo didu khién tu xa.

« Tudi tho cia pin 1a khodng 1 nam néu si dung & diéu kién binh thutng.

1. Remove the cover / Thao nip

» Pull the flap to remove.

Kéondp gap dé thio

2. Insert the Battery (2 pleces: AA, RGP, RS, LRG)
Lip Pin (2 pin: AA, RGP, R6, LR6)

« @8 Position should match.
Lapdung caccuctheo ky hitu @ S

3. Close the Cover/ Bong Nap
+ Insert the protruding part (2 positions) into the Remote
Control (2 holes), and press the flap.
Lap cac Ly (2 vi trf) vao bo didu khién ti xa (218), va dn nip gap

all Batteries before disposing the R

Do not insert the metal item in the Battery area with the Battery. . |® Please
Can cause fire, explosion, short circuit and electrical shock. Control.
Khéng gai cac vat bing kim loai vao ngan chua pin khi c6 pin ® Hay thao tdt ca pin trudc khi vit bo bo diéu khidn ti xa

Co thé gay chay, né, dodn mach va giat dien
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B) Remote Control Coverage / Pham Vi Tac Dung Cua Diéu Khién Twr Xa

E
T
™
Coverage Area
Pham vi tic dung
| &m »|
=2 "y

The fi gure above shows the best coverage area.The ideal ceiling height is 3~4m.The Remote Control must be pointed to the

direction of the Ceiling Fan when in use.

Hinh trén minh hoa khu wire téc dung ot nhit. £ cao Iy tydng cia trdn nha Ia 3~4m. Khi str dung, phdi chia bé diéu khién tir xa
theo hutng quat.

_ ATTENTION/ LUU ¥

The power consumption when the operation is turned off by the Remote Control is about 1W.

It is recommended to switch off wall switch or breaker if Ceiling Fan is not in use for long period.
This is for zero power consumption purpose.

Mirc tiéu thu dién nang clia diéu khién tir xa khi quat khong hoat déng vio khodng TW.
Nén tat cong tic tyong hodc cong tic ngat néu khéng st dung quat trong mot théi gian dai.
Biéu nay gitp mirc tiéu thy dién nang bang 0.

C) How to Use Remote Control / Cach St Dung Piéu Khién T Xa

OFF/ON BUTTON/ _ OFF/ON

NUT OFF/ON (TAT/BAT )

Press OFF/ON button to activate of stop

the Ceiling Fan.

'ON' - Short "Beeping” sound

‘OFF - Long "Beeping” sound

An nit OFF/ON dé khdi déng hodic tit
wal.

'ON (Bét) — béng 'bip’ ngan
"OFF" (TéJU .Li'gﬁg “bip” di 93

—

OFFON

TIMER OPERATION / CHE B0 HEN GICY

If & hours timer is ON (3 lights indication),
the timer will gradually count down from
6 hours to 3 hours (2 lights indication) then

1 hour (1 light indication) until OFF (no light

=3

=100

3 oh

SPEED BUTTON / NUT BIEU CHINH TOC B0

3 speeds control
Biéu chinh 3 toc d6

SLEEP MODE / CHE B0 CHO'

Step 1: Select elther speed 2* or 3%,
Step 2: Select either 3 hours or 6 hours
timer.

Step 3 : Press SLEEP MODE button and
timer light indication at Celling Fan will
blink. For Sleep Mode function refer to
SLEEP MODE FUNCTION chart,

-To cancel the Sleep Mode, press once

Bure 1 : Lura chon tée dé 2° hodc 3
Bude 2 : Chon hen gié trong 3 gicr hodic

g,
Buve 3 : Ap nut SLEEP MODE v;
hién thi ché dé hen gw& Quat Tr

nhdp nhay. Dé biél

rharg khdo béng cuuc TNANG Chr.'éc Dé

indication). = more.
Néu bt ché dé hen giér trong 6 gicr (hidn OFETIMER
thi 3 dén), dgng hé he;r Qi&r 5é dém ggunc OFF/ON
dan dan tir 6 gicr dén 3 qiér (hién thi 2 dén)
sau dé 1a 1 gidr (hién thi 1 dén) cho dén kiv SLEEP MODE D
tat (khéng dén nao hién thi)
[«
Timer Cancel / Hily Hen Gigr oo i
Push this button to cancel —

Sleep Mode or OFF Timer.
Nhéan nit nay dé hiy bd

Ché a5 chér hodc hen gidr tit.

i
I | ———e e
",lo\"' /
e e
(@ Avoid the following situations:

» Netting and Glass () can reduce the signal power or reflect the infrared signal from the Remote Control
+ Lighting effect generated by Fluorescent Lighting Systems [R] directly onto the product receiver area can affect the signal transmission
+ Obstacles such as Walls or Glass [T] between the product receiver and Remote Control can cause signal transmission failure.
(@ Tranh cac truémg hop sau:
» Luréi va Kinh [g] c6 thé gidm tin hléuhoécphan lai tin hiéu hing ngoaltuboﬂoeu Khién Tir Xa

+ Tac ddng anh sang sinh kir HE Théng Chiéu Sang Hujnh Quang (1) tre tiépvao khu vire nhan sin phim c6 thé dnh hudng dén duong truyén tin hiéu.

-ChwngngawﬂtrhuTumghoéc\l'ad'ni(lnhL,gnrabéhépnhansénphémvab&B.éuKhénTuXacoﬂ'édéndénwwmmyén
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- Dehuy ché dé ché, 4n mét ldn nira.

D) Timer And Sleep Mode / Hen va ché do cha

E) Sleep Mode Function /Chirc Ndng Ché Bé Ché

OFF / TAT

>
** Speed 3 for the 15t 2 hours /
Toc &3 3 cho 2 it ddu bén 3
Speed 3/ >
Tdedd 3 bt 2 for the nant 2 hours /
& hours Sleep 45 2 cho 2 git tép theo
Mode / SE";‘;’ > e
cnd &5 chd trong Toedd 2 Ll **Spsed 1 for tha b 2 hours/
gy . * Speed 2 for the 151 2 hours / Téc 5 1cho 2 porou
Tcdb 1 The &5 2 cho 2 gitr dbu tén ).
*ToSpeed 1 for the bt & hours /
oFF JTAT Vié tic & 1 cho 4 ok cudi cina.
o 1 hour 2 hours 3 hours 4 hours 5 hours 6 hours
1gitr 2gi&r 3go 49 5 gy 6o
L.
Ll
** Speed 3 forthe 15t 2 hours |
Tde g3 3 cho 2 gidr dbu bén o
Spead 3/
Téedd 3 “Speedafoehlmhourr
Tée 65 2 cho gidr cudi cing
Speed 2/ ﬁ
Tdedd 2 * Speed 2 at the 1st 2 hours
Toc &b 2 diu tén
m; 220 e 55554 1 fo the last bout
Tée 83 1 cho g codbi cing
OFF / I TAT
o 1 hour 2 hours 3 hours
1 gir 2w Igier

Shoerp Mode funcrions for spaed 2 and 3 only
Chire nBng Chi &3 chir o dinh cho the 85 2 vé 3

Product Specification /Théng Sé Ky Thuat Cia San Pham

POWER INPUT 230V ~ 50Hz
RORATION (RPM) Air Velocity Air Delivery
WATTAGE GIA TOC QUAY (RPM) VAN TOC GIO LUONG GIO
DIEN NANG Low HIGH m/min M3/min
54 115 220 190 160




